T/IO LAND TOTAL B's PAX Helispot Coordinates

MAX GWT - ACT GWT = ALLOWABLE LOAD / 8.3 (LBS/GL) / BUCKET SIZE = % BUCKET

To Change Channel 4 7 4
Press M.UP or M.DN / or RCL CH#
or RCL & # then M.UP ~ M.DN , , GAIER
ENTER or PTT
* 2 Screen will change
ToChangeTone  Press FUNC =, TONE || to TX TONE ##
Press
4 / ’ Select desired tone. i
M.UP|" M.DN ENTER

or press PTT to set tone. Radio will be ready to transmit with new tone
To Manually Set Frequency-Duplex

Press * 1 Channel 000 appears with a flashing
FUNC curser under the 2nd digit

Enter the new frequency. ie: 154.190 enter 54190

Repeat for the RX frequency, then
press either "Enter" or PTT to set freq

# k)
Press ENTER
NOTE

the 6 & 9 keys change frequency by 2.5KHz
the 4 & 7 keys change frequency by 1 MHz

Simplex Mode
Used to Transmit on the Receive Frequency (Line of Sighf)

Press  * 6 To 4 7
FUNC UpP Cancel M.UP M.DN

Keyboard Lockout Function

Locks Keyboard to prevent inadvertantly changing frequency
without operators knowledge

To Lock * 3 To Unlock 3
Hold for 3
FUNC LOCK LOCK seconds




